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GENERAL FEATURES

HiMaxX 40A
2-way bi-amplified

Sturdy cabinet in polypropylene
B&C custom designed 12" neod. woofer

500W RMS PWM LF power amplifier
150W RMS HF power amplifier 

HiMaxX 40
Sound reinforcement speaker

500W / 8 Ohm
Passive crossover filter

Switch mode power supply

HiMaxX 60A

HiMaxX 60
Sound reinforcement speaker

700W / 8 Ohm

2-way bi-amplified
Sturdy cabinet in polypropylene

B&C custom designed 15" neod. woofer
700W RMS PWM LF power amplifier

200W RMS HF power amplifier 
Switch mode power supply

Passive crossover filter

HiMaxX 100SA
Processed active subwoofer
0,7" birch plywood enclosure

18" custom neodymium B&C woofer
Built-in 1200W RMS PWM amplifier

Switch mode power supply
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DIMENSIONS

HiMaxX 40A / 40

HiMaxX 60A / 60

HiMaxX 100SA
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CONNECTIONS

2
3
1

1
3
2

XLR female plug

XLR male plug

TS jack plug

TRS jack plug

SleeveTip

SleeveTip

Ring

RCA phono jack

SPEAKON

plug in and rotate
before locking 

PHONO CABLE

UNBALANCED JACK CABLE

BALANCED JACK CABLE

BALANCED XLR CABLE

BALANCED JACK TO FEMALE XLR CABLE

BALANCED JACK TO MALE XLR CABLE

UNBALANCED JACK TO FEMALE XLR CABLE

UNBALANCED JACK TO MALE XLR CABLE

UNBALANCED PHONO TO FEMALE XLR CABLE

UNBALANCED PHONO TO MALE XLR CABLE

RCA PHONO JACKS

SLEEVE - GROUND
RING - COLD (-)

TIP - HOT (+)

SLEEVE - GROUND
RING - COLD (-)

TIP - HOT (+)

SLEEVE - GROUND
RING - COLD (-)

TIP - HOT (+)

SLEEVE - GROUND
RING - COLD (-)

TIP - HOT (+)

XLR MALE XLR FEMALE

XLR MALE

XLR FEMALE

1-GROUND / 2-HOT (+)

3-COLD (-)3-COLD (-)

2-HOT (+) / 1-GROUND

1-GROUND / 2-HOT (+)

3-COLD (-)

3-COLD (-)

2-HOT (+) / 1-GROUND

XLR FEMALE

XLR MALE

XLR FEMALE
LINK PINS 1 & 3

XLR MALE RCA PHONO
LINK PINS 1 & 3
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ACCESSORIES

!

HiMaxX40 / 40A

HiMaxX40 / 40A

HiMaxX60 / 60A

HiMaxX60 / 60A

!

HiMaxX100SA
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Ø 3.14"



WALL BRACKET ASSEMBLY INSTRUCTIONS

!
TO AVOID DAMAGE OR PHYSICAL INJURY ALWAYS ENSURE THAT THE SYSTEM IS EQUIPPED WITH A SAFETY CHAIN WHEN THE BOX

IS SECURED TO THE WALL
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POWER SUPPLY

HiMaxX 40 / 40A

HiMaxX 60 / 60A

HiMaxX 100SA
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CONTROLS AND FUNCTIONS
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CONTROLS AND FUNCTIONS
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CONTROLS AND FUNCTIONS
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CONTROLS AND FUNCTIONS



CONNECTION EXAMPLES
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CONNECTION EXAMPLES
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CONNECTION EXAMPLES
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CONNECTION EXAMPLES



DIAGRAMS HiMaxX 40
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DIAGRAMS HiMaxX 40A
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DIAGRAMS HiMaxX 60
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DIAGRAMS HiMaxX 60A
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DIAGRAMS HiMaxX 100SA
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FREQUENCY RESPONSE



BLOCK DIAGRAM HiMaxX 40A

21



BLOCK DIAGRAM HiMaxX 60A
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TECHNICAL SPECIFICATIONS

23



SPECIFICHE TECNICHE
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