
MITUS 212FSA

MITUS 206LA

400W + 200W

4000W continuous power
136dB @1mt
110dB @22mt

250mq. with 750 people

4 x MITUS 206LA + 2 x MITUS 212FSA or MITUS 118SA
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MITUS 206LA

6400W continuous power
142dB @1mt
110dB @40mt

800mq. with 2000 people

8 x MITUS 206LA + 2 x MITUS 118SA or MITUS 121SA
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MITUS 206LA

6400W continuous power
142dB @1mt
110dB @40mt

800mq. with 2000 people

8 x MITUS 206LA + 2 x MITUS 118SA or MITUS 121SA
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400W + 200W

10.400W continuous power
146dB @1mt
110dB @60mt

1800mq. with 5000 people

12 x MITUS 206LA + 4 x MITUS 121SA
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MITUS 212FSA

MITUS 206LA

400W + 200W

12.000W continuous power
146dB @1mt
110dB @60mt

1800mq. with 5000 people

2 x MITUS 212FSA + 12 x MITUS 206LA + 4 x MITUS 118SA
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17.600W continuous power
148,5dB @1mt
110dB @80mt

3200mq. with 10.000 people

4 x MITUS 212FSA + 16 x MITUS 206LA + 6 x MITUS 118SA
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16.000W continuous power
148dB @1mt
110dB @80mt

3000mq. with 9500 people

16 x MITUS 206LA + 8 x MITUS 118SA
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27.200W continuous power
150dB @1mt
110dB @100mt

5000mq. with 15000 people

4 x MITUS 212FSA + 24 x MITUS 206LA +

8 x MITUS 118SA + 4 x MITUS 121SA
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