
The upgraded successor to the popular MULTIMATE RS, bringing enhanced features and a 
fresh look to the table. This new model maintains the reliable functionality users appreciated 
in the RS while adding balanced XLR outputs for improved audio quality and signal integrity, 
making it a perfect �t for professional audio environments. With a revamped design, the 
MULTIMATE Pro sports a sleek, modern appearance that enhances both aesthetics and ease 
of use. This versatile multi tuner and streamer delivers quality sound and user-friendly controls 
in a robust, stylish package.

Discover and enjoy music from around the world with NewHank MULTIMATE! This professional 
1U rack-mount Internet, FM, DAB/DAB+ radio and music player combines everything you need 
to stay tuned in. MULTIMATE allows you to listen to local and global radio stations, play music 
�les directly from a USB drive or stream music through Bluetooth or Spotify Connect. With its 
large, clear display and an easy-to-use push-and-select rotary dial, navigating your options is 
both simple and intuitive. The NewHank MULTIMATE is your ultimate music companion, 
designed to keep you connected to all your favorite tunes.
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Electrical
Bluetooth
Frequency response
Connections

Mechanical
Controls and indicators

Weight
Dimensions
Mounting
Packaging
Master carton
Dimensions
Weight
General

4.2
20Hz - 20kHz (FM 12Hz - 12.5kHz)

2x XLR Balanced out (L+R); AC Power in IEC; DC Power in terminal

RS-232; Mobile App; Web interface; Front panel buttons and display; 

2,7kg; 6lbs
483x217x44,4mm.
19 inch rack mountable

4pcs.
605x323x125mm; Master carton: 623x345x555mm.
4,2kg; 9.3lbs; Master Carton: 18,7kg; 41,3lbs

Compliance
Warranty

CE; FCC; UKCA; RoHS
2 years limited warranty
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Technical speci�cations MULTIMATE Pro

EAN Code 8718868408235

For latest product information, visit our website:
www.newhank.com
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Power supply 230VAC ~ 50Hz; 12-13,2VDC; 20VA

USB A storage input; 3,5mm. Jack AUX in; 3,5mm Jack headphone out; 
1x RJ45; 1xD-Sub 9; 1xAntenna IEC; 1xAntenna SMA;  2x RCA out (L+R);

Infrared remote control
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